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ONE SYSTEM  
ULTIMATE EASE.
Small, light, incredible handling – the Professional 
12 V System makes it easier for you to take on hard 
work in tight spots.
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Bosch Go Kit 
Cordless Screwdriver

Technical data: 

• Battery voltage 3.6 V

• Torque (soft/hard) 2.5/5 Nm

• No-load speed 360 rpm

• Max. Screw diameter 5 mm

• Part number 06019H2100

Package Includes:

• Micro USB cable

• 2 pcs screwdriver bits

• Carrying Case

GSB 120-LI
Cordless Impact Drill

GSR 12V-35 FC* 
Cordless Drill/Driver 
(FlexiClick)

Technical data: 

• Battery voltage 12 V

• Torque (soft/hard)  14/30 Nm

• No-load speed  0-400/1500 rpm

•  Max. drilling diameter 20/10/8 mm 
wood/steel/masonry

•  Max. drilling Chuck   0.8/10 mm 
capacity, min/max.     

Package Includes:

 • 2 x 2.0Ah Li-ion battery  

•  Charger GAL 1210 CV Professional  
& Carrying case

•  Part number 06019G81K0 (no 
accessories)

•  Part number 06019G81K2 (23 pieces 
drilling and screwdriving bit set with 
holder)

Technical data: 

• Battery voltage 12 V

• Torque (soft/hard)  20/35/- Nm

• No-load speed  0–460/0–1750rpm

•  Max. drilling diameter 32/10 mm 
wood/steel

•  Max. screw diameter   8mm    

• Part number 06019H3003

Package Includes:

FlexiClick attachment system

• Drill chuck attachment 

• Bit holder attachment 

• Excenter attachment 

• Right angle attachment

• L-BOXX 
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GDR 120-LI
Cordless Impact Driver

Technical data: 

• Battery voltage  12 V

• Torque max.  100 Nm

• No-load speed  0-2,600 rpm

•  Tool holder  1/4’’ Hex Uni 

• Part number 06019F0001

Package Includes:

• 2 x 2.0Ah Li-on battery

• Charger GAL 12V-20

• Carrying Case
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GLI 12V-330* 
Cordless Light

GWB 12V-10* 
Cordless Angle Drill

Technical data: 

• Battery voltage  12 V

• Luminous flux 330 lm

• Max. operating time 12 V 180 mins/Ah

• No. of brightness levels 2

• Weight excl. battery 0.3 kg

• Part number 06014A0000

Technical data: 

• Battery voltage  12 V

• Torque (soft/hard/max.) 3/11/- Nm

•  Max. drilling 10 mm 
diameter in wood

• Max. screw diameter 6 mm

• Part number 0601390909

• With L-Boxx

NEW NEW
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GWS 12V-76* 
Cordless Angle Grinder

GOP 12V-28* 
Cordless Multi-Cutter

GST 12V-70* 
Cordless Jigsaw

Technical data: 

• Battery voltage  12 V

• No-load speed 19,500 rpm

• Grinding spindle thread M5

• Bore size,diameter 10 mm

• Disc diameter 76 mm

• Part number 06019F2000

Package Includes:

• Protective guard

• 2 x inox cutting disc

• 1 x carbide cutting disc

Technical data: 

• Battery voltage  12 V

• No-load rotation 5,000 – 20,000opm

•  Oscillation angle  1.4 ° 
on left and right

• Part number 06018B5001

Technical data: 

• Battery voltage  12 V

• Stroke rate at no load 1,500 – 2,800spm

• Stroke height 18 mm

• Bevel angle 0 – 45 °

•  Cutting depth in wood/ 7/3/3mm 
aluminum/metal

• Part number 06015A1001

NEW NEWNEW
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GEX 12V-125* 
Cordless Random Orbit Sander

GKS 12V-26* 
Cordless Circular Saw

GKF 12V-8* 
Cordless Palm Router

Technical data: 

• Battery voltage  12.0 V 

• Sanding pad diameter  125 mm

• No-load speed 6,000-10,000 rpm 

• Orbital stroke rate 12,000–20,000 opm 

•   Sanding sheet/ Hook-&-loop 
fastening disc attachment

• Orbit diameter  2.5 mm

• Part number 0601372101

Technical data: 

• Battery voltage  12 V

• No-load speed 1,400 rpm

• Saw blade bore diameter 15 mm

• Saw blade diameter 85 mm

•  Max. cutting capacity 17 | 26.5 mm 
in  wood (45°/90°) 

• Part number 06016A1001

Technical data: 

• Battery voltage 12 V

• No-load speed 13,000 rpm• 
Weight excl. battery 1.1 kg

• Compatible Collets 6mm / 8mm / 1/4”

• Part number 06016B0072
12V
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GBA 12V  2.0Ah GBA 12V 6.0Ah
GAL 12V-40

Charging Time  
(in minutes) 80% 24 72

Charging Time  
(in minutes) 100% 35 95

GBA 12V, 2.0 Ah 
Battery

GBA 12V 6.0Ah
Battery

GAL 12V-40
Charger

Technical data: 

• Battery voltage 12.0 V

• Cell type Li-Ion

• Battery capacity 2 Ah

• Part number 1600A00F6X

Technical data: 

• Battery voltage 12.0 V

• Cell type       Li-Ion

• Battery capacity 6 Ah

• Part number 1600A00X7H

Technical data: 

• Battery charging voltage 10.8 – 12 V 

• Charge current 4 A

• Part number 1600A019R4

2.0
Ah
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Technical data: 

• Battery voltage  18 V

• Torque (soft/hard)  21/54 Nm

• No-load speed  0 – 500 / 0 – 1,900 rpm

• Chuck capacity, min./max.  1.5 / 13 mm

•  Max. drilling diameter  10/35/10 mm 
steel/wood/masonry

• Max. screw diameter  10 mm

Package Includes:   

• Part number 06019F83K6  

• 1 x 2.0 Ah Li-ion battery  

• GAL 18V-20 Professional  

• Carrying case  

Package Includes:   

• Part number 06019F83K0

• 2 x 2.0 Ah Li-ion battery

• GAL 18V-20 Professional

• Carrying case

GSR 185-LI
Cordless Drill/Driver

GSB 180-LI
Cordless Impact Drill

Technical data: 

• Battery voltage  18 V

• Torque (soft/hard)  21/50 Nm

• No-load speed  0 – 500/0 – 1,900 rpm

•  Max. drilling diameter  35/10mm 
in wood/steel

• Max. screw diameter        10 mm

• Part number  06019K30K1

Package Includes:

• 1 x 2.0Ah Li-on battery

• Charger GAL 18V-20 Professional 

• Carrying Case 18V
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GSB 183-LI
Cordless Impact Drill
Launch Q1 2024

Technical data: 

• Battery voltage 18 V

• Torque (soft/hard)  21/54 Nm

• No-load speed 0 – 440 / 0 – 1650 rpm

• Chuck capacity, min./max. 1.5 / 13 mm

•  Max. drilling diameter 10/35/10 mm 
steel/wood/masonry

• Max. screw diameter  10 mm

Package Includes:

• Part number 06019K91K0

•  x 2.0Ah Li-on battery

• GAL 18V-20
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• Case

Package Includes:

• Part number 06019K91K1

• 2 x 2.0Ah Li-on battery

• GAL 18V-20

• Case 
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GSB 18V-90 C
Cordless Impact Drill

GSB 185-LI
Cordless Impact Drill

Technical data: 

• Battery voltage 18 V

• Torque (soft/hard) 36/64 Nm

• No-load speed 0 – 630 / 0 – 2100 rpm

• Chuck capacity, min./max. 1.5 / 13 mm

• Max. drilling diameter steel/wood 13 / 68  mm

• Max. screw diameter 12 mm

Package Includes:

• Part number 06019K6106

• 2 x 5.0Ah Li-on battery

• Charger GAL 18V-40 Professional 

• L-BOXX

Technical data: 

• Battery voltage  18 V

• Torque (soft/hard)  21/50 Nm

• No-load speed  0 – 500 / 0 – 1.900 rpm

• Chuck capacity, min./max.  1.5 / 13 mm

• Max. drilling diameter 10/35/10 mm 
  steel/wood/masonry 

• Max. screw diameter   10 mm

Package Includes:   

• Part number 06019K3183  

• Solo tool (excl. batteries & charger)  

• Carrying case  

Package Includes:   

• Part number 06019K31K1

• 1 x 2.0Ah Li-on battery

• GAL 18V-20 Professional

• Carrying case 

Package Includes:   

• Part number 06019K31K2

• 2 x 2.0 Ah Li-ion battery

• GAL 18V-20 Professional

• Carrying case

•  Accessories 23 pieces drilling &  
screwdriving bit set with holder
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Technical data:  

• Battery voltage  18 V

• Torque (soft/hard)  28/50 Nm

• No-load speed  0 – 460 / 0 – 1,800 rpm

•  Max. drilling diameter in aluminium/ 13 / 35 / 13 / 13 mm 
wood/steel/masonry

• Max. screw diameter 10 mm

Package Includes:   

• Part number 06019H5100  

• 2 x 2.0Ah Li-on battery 

• GAL 18V-20 Professional 

• L-CASE  

GSB 18V-50
Cordless Impact Drill

Robust brushless motor for durability and flexibility

▶       Intelligent brushless motor for efficiency, endurance, and compactness

▶      Robust metal chuck and compact ergonomic design ideal for heavy-duty jobs

▶      Professional 18V System works with Bosch batteries and chargers of the same voltage

Robustness on heavy-duty jobs

With metal chuck

Efficiency, endurance, and compactness

Intelligent brushless motor

Flexible Power System

With Bosch batteries and chargers of 
the same voltage

Durable

With Electronic Cell Protection

Package Includes:  

• Part number 06019H5101

• 2 x 5.0Ah Li-on battery

• GAL 1880 CV

• L-BOXX
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GDS 250-LI
Cordless Impact Wrench

GDS 18V-400
Cordless Impact Wrench

GDS 18V-1050 H
Cordless Impact Wrench

Technical data: 

• Battery voltage 18 V

• Torque, max.  250 Nm

• Tool holder 1/2’’ Square 

• Part number  06019G61K0

Package Includes:

• 2 x 4.0Ah li-on battery

•  Charger GAL 18V-40 Professional

•  Carrying case

Technical data: 

• Battery voltage 18 V

• Torque, max.  400 Nm

• Tool holder 1/2’’ Square 

• Part number  06019K0020

Package Includes:

• 2 x 5.0Ah Li-on battery

•  Charger GAL 18V-40 Professional

•  Carrying case

Technical data: 

• Battery voltage 18 V

• Torque, max.  1,050 Nm

• Tool holder 3/4’’ Square 

• Part number  06019J8502

Package Includes:

• 2 x 8.0Ah ProCore battery

•  Charger GAL 1880 CV Professional

• L-BOXX
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GBH 36V-LI Plus
Cordless Rotary Hammer - SDS plus

Technical data: 

• Battery voltage 36 V

• Max. impact energy 3.2 J

•  Impact rate at 0 – 4,200 bpm 
rated speed

• Tool holder  SDS plus 

• Part number  061190600A

Package Includes:

• 2 x 6.0Ah Li-on battery (36V)

•  Quick charger GAL 3680 CV 

• Carrying case

GBH 187-LI
Cordless Rotary Hammer

Technical data: 

• Battery voltage 18 V

• Rated speed 0 – 980 rpm

• Impact energy 2.4 J

• Tool holder  One Chuck fits 
both SDS-plus & 
cylindrical drill bits

• Part number  06119231K0

Package Includes:

• 2 x 5.0Ah Li-on battery

•  Charger GAL 1880 CV 

•  Carrying case

GDX 180-LI
Cordless Impact Driver/Wrench

Technical data: 

• Battery voltage 18 V

• Torque, max.  180 Nm

• No-load speed 0-2,800 rpm

• Tool holder 1/4’’ Hex Uni, 
 1/2’’ Square 

• Part number  06019G5223

Package Includes:

• 2 x 2.0Ah Li-on battery

•  Charger GAL 18V-40 Professional 

•  Carrying case
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Part numbers: 06119231K0 | 0611923181  

GBA 4.0/5.0Ah  |  ProCore 5.5/8.0/12.0Ah
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GWS 180-LI
Cordless Angle Grinder

Technical data: 

• Battery voltage 18 V

• No-load speed 11,000 rpm

• Grinding spindle thread M 14

• Disc diameter 125 mm

• Bore size, diameter 22.23 mm

Package Includes:

• Part number 06019H9021

• 2 x 4.0 Ah Li-on battery

• Charger GAL 18V-40 Professional 

• Carrying case

GTB 185-LI
Cordless Drywall Screwdriver

Technical data: 

• Battery voltage 18 V

• Torque, max. (soft/hard) 5.2Nm/32Nm

• No-load speed  4500 rpm

• Bit holder 1/4’’ Hex Uni

• Max. screw diameter 6 mm

Package Includes:

• Part number 06019K7020

• 2 x 2.0Ah Li-on battery

• Charger GAL 18V-20

• Carrying case

NEW



GLI 18V-300
Cordless Jobsite Light

GLI 18V-1900 
Cordless Jobsite Light

GLI 18V-10000 C
Cordless Jobsite Light
Launch Q1 2024

Technical data: 

• Battery voltage 18 V

• Luminous flux 1900 lumen

• Max. operating 100 mins/Ah  
  time 18 V

•  Number of  2 
brightness levels

• Part number  0601446400

Technical data: 

• Battery voltage 18 V

• Luminous flux 10,000 lm

• Max. operating time 18 V 12.5 mins/Ah

•  Number of  3 
brightness levels

• Part number  0601446900

Technical data: 

• Battery voltage 18 V

• Luminous flux 300 lumen

• Max. operating 300 mins/Ah  
  time 18 V

•  Number of  2 
brightness levels   

• Part number  06014A1100

10000
LUMEN

50%

100%
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GSB 185-LI
Cordless Impact Drill

Technical data: 

• Battery voltage 18 V

• Torque (soft/hard) 21/50 Nm

• No-load speed  0–500/0–1,900 rpm

• Chuck capacity,  1.5 / 13 mm 
  min./max. 

• Max. screw diameter 10 

• Part number  06019K3183 

GSB 18V-90 C
Cordless Impact Drill

Technical data: 

• Battery voltage 18 V

• Torque (soft/hard)  31/60 Nm

• No-load speed  0–600/0–1,900 rpm

•  Chuck capacity,  1.5 / 13 mm 
min./max.

• Part number  06019K6100

GSB 18V-150 C
Cordless Impact Drill 

Technical data: 

• Battery voltage 18 V

• Torque, max.  150 Nm

•  Max. drilling diameter in  16/150/20mm 
steel/wood/masonry  

• Torque settings 25+2

• Max. screw diameter  13 mm 

• Part number  06019J51L0
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 S

ystem
 Tools   

  21

NEW

*Solo Tool - Excluding batteries & chargers



18V
 S

ystem
 Tools   

  22

GBH 180-LI
Cordless Rotary Hammer - SDS plus

GBH 187-LI
Cordless Rotary Hammer

Technical data: 

• Battery voltage 18 V

• Max. impact energy 2.0 J

•  Impact rate 0 – 5,100 bpm 
at rated speed

•  Drilling diameter concrete,  20 mm 
hammer drill bits, up to

• Part number  06119111K0

Technical data: 

• Battery voltage 18 V

• Max. impact energy 2.4 J 

•  Impact rate 0 – 4,350 bpm

•  Drilling diameter concrete,  4 – 24 mm 
hammer drill bits, up to 

• Part number  0611923181

•  Tool holder: One Chuck fits both  
SDS-plus & cylindrical drill bits

GBH 185-LI
Cordless Rotary Hammer  
With SDS Plus
Launch Q1 2024

Technical data: 

• Battery voltage  18 V

• Impact energy  1.9 J

• Impact rate 0 – 4,675 bpm

• No load speed 0 –1,050 rpm

• Tool holder SDS plus

• Part number 0611924020

NEWNEW
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*Solo Tool - Excluding batteries & chargers



18V
 S

ystem
 Tools   

  23

GBH 18V-34 CF
Cordless Rotary Hammer - SDS plus

Technical data: 

• Battery voltage 18 V

• Max. impact energy 5.8 J

•  Impact rate 0 – 2,900 bpm

•  Drilling diameter in 8 – 32 mm 
concrete  with hammer drill bits

• Part number  0611914021

GBH 18V-45 C  
Cordless Rotary Hammer - SDS Max

Technical data: 

• Battery voltage 18 V

• Max. impact energy 12.5 J

•  Impact rate  0 – 2,760 bpm

•  Drilling diameter concrete, 45 mm 
hammer drill bits, up to

• Tool holder SDS Max

• Part number  0611913120

GRG 18V-16 C
Cordless Rivet Gun

Technical data: 

• Battery voltage  18 V

• Pull force, max. 16,000 N

• Stroke length 0 - 25 mm

• Rivet Diameter 3 - 6.4 mm

• Part number 06019K5000

NEW
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GDX 18V-200 C
Cordless Impact Driver/Wrench

GDS 18V-400
Cordless Impact Wrench

Technical data: 

• Battery voltage 18 V

• Torque, max. 200 Nm

• No-load speed 0-3,400 rpm

• Tool holder       1/4’’ Hex Uni, 1/2’’ 
Square

• Screw diameter M 6 – M 16

• Part number  06019G4204

Technical data: 

• Battery voltage 18 V

• Torque, max. 400 Nm

• No-load speed 0-2,500 rpm

• Tool holder 1/2” square

• Screw diameter M 10 – M 20 

• Part number  06019K0021
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GDX 180-LI
Cordless Impact Driver/Wrench

Technical data: 

• Battery voltage 18 V

• Torque, max.  180 Nm

• No-load speed 0-2,800 rpm

• Screw diameter M 6 – M 14

• Part number  06019G5226

CORDLESS
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GDS 18V-1050 H
Cordless Impact Wrench

Technical data: 

• Battery voltage 18 V

• Torque, max. 1,050 Nm

• No-load speed 0-800 rpm

• Tool holder 3/4’’ Square 

• Screw Diameter M 14 - M 24 

• Part number 06019J8501
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GHG 18V-50
Cordless Heat Gun

Technical data:  

• Battery voltage 18 V

• Heat-up time to 300°C 6 s

• Temperature levels 2

• Airflow 175 l/min

• Working temperature 300 - 500 °C

• Part number  06012A6500

GKM 18V-50 
Cordless Circular Saw

Technical data: 

• Battery voltage  18 V

• No-load speed 4,250 rpm

• Saw blade diameter 136 mm

• Saw blade bore diameter 20 mm

Max. cutting capacity 50mm 
in metal (90°)

• Part number 06016B8000

NEWNEW
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GBL 18V-120
Cordless Blower

Technical data: 

• Battery voltage 18 V

• Max. air speed 75 m/s

•  Max. airflow 120 m³/h

•  No-load speed 17,000 rpm 

• Part number  06019F5100

GAS 18V-1  
Cordless Vacuum Cleaner

Technical data: 

• Battery voltage 18 V

• Container volume 0.7 l

• Filter surface area 55 cm²

•  Max. airflow 10 l/s  
rate (turbine)

• Max. vacuum 60 mbar  
  pressure (turbine)

• Operating time 18 v 7mins/ah

• Part number  06019C6200

GSS 18V-10
Cordless Orbital Sander

Technical data: 

• Battery voltage 18 V

• No-load orbital 22,000 opm 
  stroke rate

• Orbit diameter 1.6 mm

• Sanding sheet for 115mm 
  clamping, width

• Part number  06019D0200
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GST 185-LI
Cordless Jigsaw

Technical data: 

• Battery voltage 18 V

• Stroke rate 0-3500 spm

•  Stroke length 26 mm

•  Mitre cuts -45 – 45°

•  Cutting depth in  125/20/8 mm 
wood/aluminum/metal 

• Part number  06015B3021

GEX 185-LI
Cordless Random Orbit Sander

Technical data: 

• Battery voltage 18 V

• No-load speed  6 000 - 10 000  
 rpm

• Sanding sheet diameter 125 mm

• Sanding stroke 2.5 mm

• Part number  06013A5020

GSA 185-LI
Cordless Reciprocating  
Saw

Technical data: 

• Battery voltage 18 V

• Cutting depth in wood 230 mm

• Stroke lengths 28 mm

• Part number  06016C0020

NEWNEW
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GKS 18V-57  
Cordless Circular Saw

Technical data: 

• Battery voltage 18 V

• No-load speed 3,400 rpm

• Saw blade diameter 165 mm

•  Saw blade bore diameter 20 mm

• Max. cutting capacity 57/39 mm 
 in wood 90°/45°

• Part number  06016A2200

GHO 18V-LI
Cordless Planer

Technical data: 

• Battery voltage 18 V

• Planing width, max. 82 mm

• Planing depth 0 – 1.6 mm

• Rebating depth 0 – 8 mm

• Part number  06015A0300

• With L-Boxx

GOP 185-LI
Cordless Multicutter

Technical data: 

• Battery voltage 18 V

• No-load rotation 20,000 opm 

•  Oscillation angle 1.7 ° 
on left and right

• Part number  06018G2020

NEW
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GTB 185-LI  
Cordless Drywall  
Screwdriver

Technical data: 

• Battery voltage 18 V

• Torque, (hard/soft)  32/5.2 Nm

• No-load speed 4500 rpm

• Bit holder 1/4’’ Hex Uni

• Part number 06019K7021

GCG 18V-600 
Cordless Caulk Gun

Technical data: 

• Battery voltage 18 V

• Capacity Sachets 400 ml, 600 ml

• Push force 3.5kN

•  Capacity Cartridges 310 ml, 400 ml

• Feed rate 8 mm/sec 

• Part number  06019C4001

GPB 18V-2 SC
Radio
Launch Q1 2024

Technical data: 

• Battery voltage  18 V

• Station presets FM 8

• Input voltage(s), mains 100 – 240 V

• Output voltage(s), mains 18 V

• Rated power of amplifier 15 W

• Part number 06014A3170

NEW NEWNEW
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GWS 180-LI
Cordless Angle Grinder

Technical data: 

• Battery voltage 18 V

• No-load speed 11,000 rpm

• Grinding spindle thread M 14

• Disc diameter 115 mm

• Part number  06019H9022

GWS 18V-10 PC
Cordless Angle Grinder

Technical data: 

• Battery voltage 18 V

• No-load speed 9000 rpm

• Grinding spindle thread M 14

• Disc diameter 125 mm

• Part number  06019G3E0A

GWS 18V-15 PSC
Cordless Angle Grinder  
Biturbo
Launch Q1 2024

Technical data: 

• Battery voltage  18 V

• No-load speed 3,400 – 9,800 rpm

• Grinding spindle thread M14

• Disc diameter  125 mm

• Part number 06019H6B00

NEW
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GWS 18V-180 PC
Cordless Angle Grinder 
Biturbo 
Launch Q1 2024

Technical data: 

• Battery voltage  18 V

• No-load speed 6,100 rpm

• Grinding spindle thread M14

• Disc diameter  180 mm

• Speed output no-load,  7,000 rpm 
  nominal max.

• Part number 06019H6E01

GGS 18V-LI
Cordless Straight Grinder

Technical data: 

• Battery voltage 18 V

• No-load rotation 22,000 rpm

•  Tool holder Collet (6 mm)

• Part number  06019B5303

GGS 18V-23 PLC
Cordless Straight Grinder

Technical data: 

• Battery voltage 18 V

• No-load rotation 23,500 rpm

•  Tool holder Collet (6 mm)

• Part number  0601229200

NEW
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Comfortable one hand carrying 

With ergonomic handle 

Efficient dust collection
With dust chute and bag (not pictured) 

Powerful driver train leads to corded performance 
New generation BITURBO brushless
drive train combined with ProCORE18V batteries 

Tool-less blade change
SDS lock making saw blade changes
fast and uncomplicated

Best in class cutting depth
Cutting depth of 70 mm best in 216 mm
saw blade class due to optimized tool design

Allows safe beveling cuts up to 45 o

With adjustable upper part of the guide fence 

Laser + LED
Laser guides cutting position,
LED illuminates cutting area

Easy and smooth sliding function
With perfectly centered rail 

GCM 18V-216 Professional 
The compact cordless miter saw with corded performance and the greatest cutting depth in its class-70 mm

APPLICATIONS

TARGET USERS : Trim & finish carpentry Flooring installers General contractor||

GCM 18V-216 Professional Unit Specifications

Cross cut capacity 00  / 450 mm 270 / 190

Weight w/o battery

Part number: 0601B41000

kg 14.7

Sawblade diameter mm 216

No-load rpm 4,600

Cutting depth 00  / 450 mm 70 / 45

01

WHY THIS
Corded performance

Equal to a corded 1,600 W saw due to new  
BITURBO brushless motor and ProCORE 
18V battery technology. This enables  
particularly power intensive applications.   

02
Extended cutting capacity

Sets a new standard with a cutting 
capacity of 70 mm

03
Mobility at its best

One handed portability

18V
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CORDLESS
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GCM 18V-216 Professional

THE COMPACT CORDLESS MITRE  
SAW WITH CORDED PERFORMANCE 
AND THE GREATEST CUTTING 
DEPTH IN ITS CLASS-70MM
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GBA 18V 2.0Ah 
Battery Pack

GBA 18V 4.0Ah
Battery Pack

Technical data: 

• Battery voltage 18 V

• Part number  1600A01921

Technical data: 

• Battery voltage 18 V

• Part number  1600A01922

GBA 18V 5.0Ah
Battery Pack

Technical data: 

• Battery voltage 18 V

• Part number  1600A001Z9

ProCore 18V 5.5Ah
Battery Pack

ProCore 18V 8.0Ah
Battery Pack

Technical data: 

• Battery voltage 18 V

• Part number  1600A02149

Technical data: 

• Battery voltage 18 V

• Part number  1600A016GK

Technical data: 

• Battery voltage 18 V

• Part number  1600A0193R

ProCore 18V 12.0Ah
Battery Pack

BATTERIES



CORDED POWER – WITH JUST 
ONE 18V BATTERY.
 
With just one ProCORE18V battery, BITURBO tools unleash up to 2,000W of  
equivalent corded power.  

BITURBO BRUSHLESS TOOLS 
●   High-performance brushless motors: Using the world‘s strongest  

commercially available magnets, the motor exploits the full potential of 
ProCORE18V batteries for up to 2,000W of equivalent corded power

●   Comfort first: Outstanding power-to-weight ratio and ergonomic design 
make the extreme power of BITURBO tools lighter and easier to handle

●   High user-protection: Equipped with intelligent features to lower the risk 
of common injuries and put you in ultimate control:  
e.g. KickBack Control, Drop Control, Vibration Control

For maximum power of BITURBO tools, use ProCORE18V 5.5Ah,  
8.0Ah or 12.0Ah batteries.
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GAX 18V-30
Charger

GAL 3680 CV
36V Fast Charger

GAL 18V-40
Charger

GAL 1880 CV
Fast Charger

GAL 18V-160 C
18V Ultra Fast Charger

Technical data: 

• Battery charging voltage 10.8 – 18 V

• Charge current 3 A

• Part number 1600A011A9

Technical data: 

• Battery charging voltage 14.4 – 18 V

• Charge current 4 A

• Part number 1600A019RJ

Technical data: 

• Battery charging voltage 14.4 – 18 V

• Charge current 8 A

•• Part number 1600A00B8G

Technical data: 

• Battery charging voltage 14.4 – 36 V

• Charge current 8 A

• Part number 1600A004ZS

Technical data: 

• Battery charging voltage 14.4 – 18 V

• Charge current 16 A

• Part number 1600A019S5

CHARGERS



GAL 18V-160 C Professional  

01

02

03

WHY THIS
Extremely fast
With its high 16A charging current, the ProCORE 18V 8.0 Ah batteries are ready for use within
32 minutes

Smart
Detailed information about battery health and choice of different charging modes due to
Bluetooth connection to your smartphone *

 
 
 

  

Flexible power system
100% compatible with all new and existing Bosch Professional 18V Li-Ion batteries

Fastest charger
@ 16A max. charging current

Simply connected
Determine the state of health of 

charging modes 

New fresh charger design
Fits the new charger family 

Charging indicator
5 LED indicator for precise

charge status

Active air cooling
2 internal fans for perfect
heat management and early
start of charging

Flexible power system
Will charge all Bosch 14.4
and 18 Volt Li-Ion batteries

Error indicator
For temperature and battery
failures 

Additional button
To change the charging mode
from standard to Power Boost 

WORLD’S

FIRST
The world's fastest 18V charger

* In combination with GCY

GAL 18V-160 C Professional Unit Specifications

Voltage V 14.4 - 18

Charging current A 16

18V
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18V 4.0Ah
StarterKit

18V 4.0Ah
Mini StarterKit

18V 5.0Ah 
StarterKit

Package Includes:

• Part number 1600A019S0

• 2 x 4.0Ah Li-on battery

•  Charger  

Package Includes:

• Part number  1600A01B9Y

• 1 x 4.0Ah Li-on battery

•  Charger  

Package Includes:

• Part number 1600A00B8J

• 2 x 5.0Ah Li-on battery

•  Charger GAL 1880 CV

NEW

18V 5.5Ah ProCore
Starter Kit

Technical data: 

• Battery voltage 18 V

• Part number  1600A0214C

Technical data: 

• Battery voltage 36 V

• Part number  1600A00L1M

GBA 36V 6.0Ah
Battery

STARTERKITS



Bosch Professional

MANY BRANDS. 
MANY TOOLS. 
ONE BATTERY SYSTEM.
AMPShare is the shared battery system that lets you run many tools 
from many pro brands on just one battery. Batteries and chargers are 
fully compatible with the Bosch Professional 18V System and with 
many other tools of the multi-brand AMPShare battery alliance.

More information at 
AMPShare.com

NEW!
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18V BATTERIES & 
CHARGERS

 Recommended combination of battery and charger 

Values can vary depending upon the tool and are subject to applicationand environmental conditions. For further information www.bosch-professional.com/wac

STANDARD BATTERIES STANDARD BATTERIES
ProCORE18V BATTERIES

Our most powerful batteries ever, the ProCORE18V unleashes the full power of your cordless tools. 
 

GBA 18V
 2.0Ah

GBA 18V
 4.0Ah

GBA 18V 
5.0Ah

ProCORE18V 
4.0Ah

ProCORE18V
 5.5Ah

ProCORE18V 
8.0Ah 

ProCORE18V 
12.0Ah

WEIGHT 0.35 kg 0.61 vkg 0.64 kg 0.57 kg 1.0 kg 1.0 kg 1.4 kg

FEATURES        

CHARGING 
CURRENT

BATTERY 
PERCENTAGE

80%

100%

 CHARGING TIME FULLY CHARGED BATTERY 
(in minutes)

CHARGING TIME FULLY CHARGED BATTERY 
(in minutes)

GAL 18V-160C 
ULTRA-FAST 

CHARGER  
 

 

  

– 16

– 25

20 32

35 51

22 32

36 51

36

55

80%

100%

15 25

30 35

30 32

45 51

35 68

49 79

113

126

80%

100%

24 48

35 65

60 48

70 65

77

84

113

124

162

172

–

–

–

–

–

–

–

–

–

–

–

–

80%

100%

35 65

45 85

82 65

107 85

80%

100%

50 95

65 125

120 95

150 125

GAL 1880 CV 
FAST CHARGER

 

 

GAL 18V-40 
COMPACT 
CHARGER

GAX 18V-30    
CHARGER

 

GAL 18V-20  
CHARGER

CHARGING 
TIME



18V BATTERIES & 
CHARGERS

 Recommended combination of battery and charger 

Values can vary depending upon the tool and are subject to applicationand environmental conditions. For further information www.bosch-professional.com/wac

STANDARD BATTERIES STANDARD BATTERIES
ProCORE18V BATTERIES

Our most powerful batteries ever, the ProCORE18V unleashes the full power of your cordless tools. 
 

GBA 18V
 2.0Ah

GBA 18V
 4.0Ah

GBA 18V 
5.0Ah

ProCORE18V 
4.0Ah

ProCORE18V
 5.5Ah

ProCORE18V 
8.0Ah 

ProCORE18V 
12.0Ah

WEIGHT 0.35 kg 0.61 vkg 0.64 kg 0.57 kg 1.0 kg 1.0 kg 1.4 kg

FEATURES        

CHARGING 
CURRENT

BATTERY 
PERCENTAGE

80%

100%

 CHARGING TIME FULLY CHARGED BATTERY 
(in minutes)

CHARGING TIME FULLY CHARGED BATTERY 
(in minutes)

GAL 18V-160C 
ULTRA-FAST 

CHARGER  
 

 

  

– 16

– 25

20 32

35 51

22 32

36 51

36

55

80%

100%

15 25

30 35

30 32

45 51

35 68

49 79

113

126

80%

100%

24 48

35 65

60 48

70 65

77

84

113

124

162

172

–

–

–

–

–

–

–

–

–

–

–

–

80%

100%

35 65

45 85

82 65

107 85

80%

100%

50 95

65 125

120 95

150 125

GAL 1880 CV 
FAST CHARGER

 

 

GAL 18V-40 
COMPACT 
CHARGER

GAX 18V-30    
CHARGER

 

GAL 18V-20  
CHARGER
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700 mm

21 mm

BOSCH BATTERIES - SUPERIOR TECHNOLOGY
Discover the advantages of ProCORE18V – our leading battery technology

P
O

W
ER

C
EL

LS
H

E
A

TM
A

N
A

G
EM

EN
T ●  COOLPACK 2.0 technology more than doubles the 

lifetime of standard batteries without COOLPACK
●  special HDPE material with large outside surface  

area for improved heat dissipation
●  no air gaps between the cells: every cell is fully  

covered with HDPE material for optimal heat  
dissipation

●  Cooper cell connectors for lower resistance,  
less power loss, and highly efficient heat release

●  21700 high-performance cells
●  no memory effect
●  no self-discharge
●  lower inner-cell resistance and less power loss
●  higher currents for a longer time for 

more demanding applications

●   COOLPACK 1.0 improves
heat dissipation from the 
inside to the outside of the 
battery for battery lifetime 
and runtime

●  18650 standard cells
●  no memory effect
●  no self-discharge

●  up to 864W of power ●  up to 1,800W 1 equivalent corded power with ProCORE18V ≥ 5.5Ah, 
optimally suited for BITURBO tools

●  up to 864W with ProCORE18V 4.0Ah, but more compact 
and lightweight than a standard battery

all of our batteries are compatible with new and existing  
Bosch Professional tools in the same voltage classCOMPATIBLE SINCE 2008: 

THE PROOF IS OUT - ACHIEVE MORE WITH THE PROCORE18V 8.0AH

faster material removal.2
+30%

more holes.3
+70%

more holes.4
+151%

1 Depending on the tool 2 ProCORE18V 8.0Ah vs. GBA 18V 6.0Ah. Application: Two-minute metal edge grinding with GWS 18V-125 SC, ceramic grit 
wheel (2 608 601 502). 3 ProCORE18V 8.0Ah vs. GBA 18V 6.0Ah. Application: Drilling holes in a 10x10 cm piece of softwood using a 32 mm spade 
bit. 4 ProCORE18V 8.0Ah vs. GBA 18V 6.0Ah. Application: Drilling a hole 25 mm in Diameter using the SDS-plus; C30/37 concrete.

B
atteries &

 C
hargers   

  42

BATTERIES &
CHARGERS



COMPACT PERFORMANCE ENDURANCE

CHOOSE 18V BATTERY FOR THE 
MOST EFFICIENT POWER OUTPUT!
Interchangeable battery system since 2008

2.0 Ah 4.0 Ah 4.0 Ah 5.0 Ah 5.5 Ah 8.0 Ah 12.0 Ah

DRILL/DRIVER & IMPACT DRILL (GSR/ GSB)

IMPACT DRIVER/ WRENCH (GDS/ GDX/ GDR)

ROTARY HAMMER (GBH <2.0 J)

ROTARY HAMMER (GBH 2.0-4.0 J)

SABRE SAW 
(GSA <25MM STROKE LENGTHS)

SABRE SAW (GSA >25MM STROKE LENGTHS)

CIRCULAR SAW (GKS/GKM/GKT)

VACUUM (GAS >1L)

STRAIGHT GRINDER (GGS)

ORBITAL SANDER (GSS)

PLANER (GHO)

MULTI CUTTER (GOP) & SHEAR (GSC)

ANGLE GRINDER (GWS)

VACUUM (GAS <1L) & BLOWER (GBL)

WORKLIGHT (GLI) & RADIO (GML)

JIGSAW (GST) & BAND SAW (GCB)

TABLE SAW

ROTARY HAMMER 

MITRE SAW

B
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GMA 55  
Drywall Screwdriver Attachment

Technical data: 

• Tool dimension 
   L x W x H 201 x 63 x1

• Screw length 25 - 55 mm

• Weight  0.36 kg

• Max Screw 5 mm 

• Part number  1600A025GD

Bosch Tool Bag
Tool Bag

Technical data: 

• Weight  0.84 kg

• Part number  1619BZ0100
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GCY 42  
Connectivity Module/Chip

Technical data: 

• Part number  1600A01L2W

• Bluetooth type Bluetooth 4.0  
 (Low energy)

• Tool dimensions 

   (width x length x height) 30 x 7 mm

• Backup battery type Button Cell   
 CR2032

ATTACHMENT 
AND CASES



L-Boxx 136
Bosch Carrying Case System

Technical data: 

• Top load capacity 100 kg

• In-box load capacity 25 kg

• Material ABS

• Weight 1.9 kg

• Part number  1600A012G0

L-Boxx 238
Bosch Carrying Case System

Technical data: 

• Top load capacity 100 kg

• In-box load capacity 25 kg

• Material ABS

• Weight 2.4 kg

• Part number  1600A012G2

Foam insert 136
Foam insert For L-Boxx

Technical data: 

• Material Plastic

• Foam height 85 mm

• Part number  1600A001S1
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REDUCED PRICES 
FOR BOSCH ORIGINAL 
SPARE PARTS.
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REDUCED PRICES 
FOR BOSCH ORIGINAL 
SPARE PARTS.

APPROVED SERVICE OUTLETS COUNTRYWIDE IN SOUTH AFRICA

GAUTENG
Diesel Electric Industrial
87 4th Ave, Springs
Tel: (011) 811-6635

VAAL TRIANGLE
Kiloton
9 Hofmeyer Ave
Vereeniging
Tel: (016) 440-2000

NORTHERN CAPE
M&G Fasteners
54b Phakamile Mabija 
Street, Kimberley
Tel: (053) 831-4747

EASTERN CAPE
Ajax Tool & Plant Hire
Shop 14, Tecoma Arcade
Chamberlain Rd
Berea, East London
Tel: (043) 721-1597

iHire Tools
88 Albany Road,
Port Alfred,
Tel: 046 – 624 4178

Tetcon Sales & Services
69 6th Ave
Newton Park
Port Elizabeth
Tel: (041) 365-1160

FREE STATE
Diesel Electric
Cnr High and Kerk St
Bethlehem
Tel: (058) 303-5535

Diesel Electric Welkom
157 Hofmeyer Road,
Welkom
Tel:  057 – 355 3304

Kiloton
7 Levy St
Bloemfontein
Tel: (051) 404-9999

M&G Fasteners
15 Kraal St
Bloemfontein
Tel: (051) 448-8339

Freestate Power tools
61 Glen Road,
Free State, Bloemfontein
Tel: (051) 447 2470

VISIT ONE OF OUR AUTHORISED SERVICE DEALERS

Tradesmen demand good service. 
Bosch has approved after sales 

service outlets countrywide.

Competent answers for all your que-
ries. The Bosch Customer Care Team: 

Tel: (011) 651 9808 
rbsa-hq.pts@za.bosch.com

Bosch supplies spare parts in the 
shortest possible time, from 3 regional 

warehouse locations and weekly air 
freight deliveries from Germany.
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COME EXPERIENCE OUR BOSCH SERVICE CENTRES IN YOUR REGION

GAUTENG
35 Roper Street,
New Centre, Johannesburg
Tel: (011) 493-9375
Fax: (011) 493-0126
patrice@bsctools.co.za 

KWAZULU/NATAL
143 Crompton Street,
Pinetown
Tel: (031) 701-2120
Fax: (031) 701-2493
justin@bscdurban.co.za

WESTERN CAPE
Prosperity Park,
Democracy Way, Milnerton
Tel: (021) 551-2577
Fax: (021) 551-3223
workshop@bsccape.co.za


